TABLE K.3.4B Transmission Requirement for Flash Flood Guidance (FFG) Gridded Data for the
RFC River Basins. (Grid 240, HRAP 4Km)
Updated: May 1, 2001

WMO Heading ZEGZ98 Total Grid
CCCC, Grid 240/HRAP Time Range| Grid Size | Size(KB)/
4Km Runs/Day | Levels| Forecasts (KB) Day Notes
NERFC (KTAR) FFG 4 1 3 60.0 720 1,2,3,4
MARFC (KRHA) FFG 4 1 3 60.0 720 1,2,3,4
OHRFC (KTIR) FFG 4 1 3 60.0 720 1,2,3,4
SERFC (KALR) FFG 4 1 3 60.0 720 1,2,3,4
NCRFC (KMSR) FFG 4 1 3 60.0 720 1,2,3,4
MBRFC (KKRF) FFG 4 1 3 60.0 720 1,2,3,4
LMRFC (KORN) FFG 4 1 3 60.0 720 1,2,3,4
ABRFC (KTUA) FFG 4 1 3 60.0 720 1,2,3,4
WGRFC (KFWR) FFG 4 1 3 60.0 720 1,2,3,4
CBRFC (KSTR) FFG 4 1 3 60.0 720 1,2,3,4
NWRFC (KPTR) FFG 4 1 3 60.0 720 1,2,3,4
CNRFC (KRSA) FFG 4 1 3 60.0 720 1,2,3,4
AKRFC (PACR) FFG 4 1 3 60.0 720 1,2,3,4
Total (KB) /
Day 9360
Notes:

1. Levels - Surface (1 Level).
2. Time Projection: FFG grids are valid for 1, 3, and 6 hour "sliding" time frames within 24 hours of their issuance
3. Grid point spacing approximately 4Km resolution based on AWIPS grid 240 (HRAP)

4. Cycle Issuance Times: FFG is updated maximum 4 times / day for individual River Forecast Centers (RFC)



